Personal Protective Equipment Checklist

selected and fitted PPE?

Requirements EHB 15 YES NO N/A Comments
Reference

Is initial and annual review of this procedure conducted and 8.4.2

documented?

Are all Personal Protective Equipment (PPE) used at this 8.3.1h

facility appropriate for the intended use?

Has a Hazard Assessment been performed to determine the 8.3.2

hazards that are present and to determine the appropriate

PPE needed?

Has the Station Manager certified that a Hazard Assessment 8.3.2b

has been performed with a written “Hazard Assessment

Form™?

Has a walk-through survey been conducted in accordance 8.3.2a.2 &

with this procedure to identify the hazard sources? 8.3.3a-

Has an analysis of the hazards found during the Hazard 8.3.2a(4)

Assessment been prepared to enable proper selection of

PPE?

Is the selection of appropriate PPE for the employees done 8.3.1b

by a “Qualified Person”?

Are PPE used only when engineering and/or administrative 8.3.1

controls cannot be adopted to control the hazard?

Has the previous injury/accident data been reviewed to help 8.3.2a.1

identify problem areas on site?

Are employees provided with and required to use properly 8.3.1a




Requirements EHB 15 YES NO N/A Comments
Reference

Are all damaged and worn PPE removed from service and 8.3.1e

disposed of properly?

Are all PPE distinctly marked with its manufacturer’s 8.3.1g & 8.3.4d

identification?

Are all PPE periodically cleaned and maintained? 8.3.1k & 8.3.4j

Are all eye and face protection in compliance with this 8.3.4b

procedure?

Are warning signs posted, in accordance with this procedure, 8.3.4e

in areas where potential eye hazards can occur?

Do employees use appropriate eye or face protection when 8.3.4a

exposed to potential face hazards?

Are protective goggles or face shields provided and worn 8.3.8a.1

where there is any danger of flying particles or corrosive

materials?

Have all personnel been trained in the purpose and use of 8.3.4¢g

eye protection?

Are facilities for flushing/rinsing eyes, face and body located 8.3.4m

within 10 seconds of unobstructed travel within the work area

where employees are exposed to injurious corrosive

materials?

Are approved safety glasses required to be worn at all times 8.34

in areas where there is a risk of eye injuries such as
punctures, abrasions, contusions or burns?




Requirements EHB 15 YES NO N/A Comments
Reference

Are employees who need corrective lenses (glasses or 8.34

contacts) in working environments having harmful

exposures, required to wear only approved safety glasses,

protective goggles, or use other medically approved

precautionary procedures?

Are all employees wearing hand protection, when there is a 8.3.5a

potential for injury?

Does all protective footwear comply with this procedure? 8.3.6a,b

Is appropriate foot protection required where there is the risk 8.3.6b

of foot injuries from hot, corrosive, or poisonous substances,

falling objects, crushing or penetrating actions?

Are all electrical PPE maintained in safe, reliable condition? 8.3.7a

Are all requirements concerning insulating blankets, covers, 8.3.7b

etc being met?

Are all employees dressed appropriately when using 8.3.8a.2&3

machinery?

Have employees been trained on personal protective 8.3.10a-d

equipment procedures?

Are hard hats provided and worn where danger of falling 8.3.3

objects exists?

Are hard hats inspected periodically for damage to the shell 8.3.3

and suspension system?




